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(e) You must demonstrate continuous 
compliance with the work practice 
standards in § 63.4293. If you did not de-
velop a work practice plan, or you did 
not implement the plan, or you did not 
keep the records required by 
§ 63.4312(j)(8), this is a deviation from 
the work practice standards that must 
be reported as specified in 
§§ 63.4310(c)(6) and 63.4311(a)(7). 

(f) As part of each semiannual com-
pliance report required in § 63.4311, you 
must identify the web coating/printing 
operation(s) for which you use the or-
ganic HAP overall control efficiency 
option or the oxidizer outlet organic 
HAP concentration option. If there 
were no deviations from the organic 
HAP overall control efficiency limita-
tions, submit a statement that you 
were in compliance with the emission 
limitations during the reporting period 
because the organic HAP overall con-
trol efficiency for each compliance pe-
riod was greater than or equal to the 
applicable organic HAP overall control 
efficiency in Table 1 to this subpart, 
and you achieved the operating limits 
required by § 63.4292 and the work prac-
tice standards required by § 63.4293 dur-
ing each compliance period. If there 
were no deviations from the oxidizer 
outlet organic HAP concentration 
limit, submit a statement that you 
were in compliance with the oxidizer 
outlet organic HAP concentration 
limit, the efficiency of the capture sys-
tem is 100 percent, and you achieved 
the operating limits required by 
§ 63.4292 and the work practice stand-
ards required by § 63.4293 during each 
compliance period. 

(g) [Reserved] 
(h) Consistent with §§ 63.6(e) and 

63.7(e)(1), deviations that occur during 
a period of startup, shutdown, or mal-
function of the emission capture sys-
tem, add-on control device, or web 
coating/printing operation that may af-
fect emission capture or control device 
efficiency are not violations if you 
demonstrate to the Administrator’s 
satisfaction that you were operating in 
accordance with § 63.6(e)(1). The Admin-
istrator will determine whether devi-
ations that occur during a period of 
startup, shutdown, or malfunction are 
violations according to the provisions 
in § 63.6(e). 

(i) [Reserved] 
(j) You must maintain records as 

specified in §§ 63.4312 and 63.4313. 

[68 FR 32189, May 29, 2003, as amended at 71 
FR 20465, Apr. 20, 2006] 

PERFORMANCE TESTING AND MONITORING 
REQUIREMENTS 

§ 63.4360 What are the general require-
ments for performance tests? 

(a) You must conduct each perform-
ance test required by §§ 63.4340 or 63.4350 
according to the requirements in 
§ 63.7(e)(1) and under the conditions in 
this section, unless you obtain a waiver 
of the performance test according to 
the provisions in § 63.7(h). 

(1) Representative web coating/printing 
or dyeing/finishing operation operating 
conditions. You must conduct the per-
formance test under representative op-
erating conditions for the web coating/ 
printing or dyeing/finishing operation. 
Operations during periods of startup, 
shutdown, or malfunction and during 
periods of nonoperation do not con-
stitute representative conditions. You 
must record the process information 
that is necessary to document oper-
ating conditions during the test and 
explain why the conditions represent 
normal operation. 

(2) Representative emission capture sys-
tem and add-on control device operating 
conditions. You must conduct the per-
formance test when the emission cap-
ture system and add-on control device 
are operating at a representative flow 
rate, and the add-on control device is 
operating at a representative inlet con-
centration. You must record informa-
tion that is necessary to document 
emission capture system and add-on 
control device operating conditions 
during the test and explain why the 
conditions represent normal operation. 

(b) You must conduct each perform-
ance test of an emission capture sys-
tem according to the requirements in 
§ 63.4361. You must conduct each per-
formance test of an add-on control de-
vice according to the requirements in 
§ 63.4362. 

§ 63.4361 How do I determine the emis-
sion capture system efficiency? 

You must use the procedures and test 
methods in this section to determine 
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